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Plug the VFC-6000 Data Logger into a USB port on your computer

Open the EasyLog USB program by clicking on the icon on your desktop 

1.)

Click on "Stop the USB Data Logger and 
download data"

2.)

Click "Yes"

3.)

Click "OK"

VFC-6000 Data Logger
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4.)

Add the date of download to the file name

Click "Save"

5.)

The temperature graph will appear 

 
Submit to the Depot via one of two methods:

1.) Print the graph each week and fax graphs
to 907-341-2228 once a month

6.)

2.) Or you can attach the text file to an email
and send each week to vaccinedepot@alaska.gov 

7.)

Close the graph and return to the EasyLog program
Click "Set up and start the USB Data Logger"



8.)
The following five screens should 
populate as shown:

"°F" Temperature Scale

"5 Min" Sample Rate

Click "Next"

9.)

"LCD Always On"

"Logger continues to log"

Click "Next"

10.)

"High" and "Low" Alarms

For a Refrigerator Data Logger: 
High "46°F" 
Low "35°F"

For a Freezer Data Logger: 
High "5°F"
Low "-40°F"

Click "Next"



11.)

For a Refrigerator Data Logger: 
Number of Alarms "1"

For a Freezer Data Logger: 
Number of Alarms "6"

Click "Next"

12.)

"Delay the start"

Add one hour to the current time 
    Due to the delayed start, the screen will be blank

     but will activate at the selected time

Click "Finish"

13.)

Click "Ok"

Remove the Data Logger from computer and place immediately in the center of your vaccine storage unit 
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